
Superior Waterjet Parts

Features

For more information

ALLFI website :  allfi.com 
ALLFI webshop :  allfiwaterjetparts.com
Contact us :  info@allfi.com
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Technical Details

Pressure GaugeMachine Tools

• Dry or filled
• Sturdy design
• Protection class IP54 or IP65 (liquid-filled)
• Range of application up to end scale value
• Overload range 1.3 x

933000        Pressure Gauge 0 - 6,000 bar

Pressure range
Connection
Weight 
Class
Temperature

0 - 6,000 bar
1/4" High Pressure Pipe
Dry 1.4 kg / Filled 2.0 kg
0.5 %
- Operating Temperature
   25 - 60°C
- Liquid-Filled
   45- 120°C
- Measuring Substance
   Max. 120°C

933003        Pressure Gauge 0-80.000 psi

Pressure range
Connection
Weight 
Class
Temperature 

0 - 80.000 psi
1/4" High Pressure Pipe
Dry 1.4 kg / Filled 2.0 kg
0.5 %
- Operating Temperature
   25 - 60°C
- Liquid-Filled
   45- 120°C
- Measuring Substance
   Max. 120°C
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Unit
Measurements 
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mm
inch

191.9
79/16

ø177.8
ø7

ø7.1
ø9/32

– 108.7
49/32

19.7
25/32

147.6
513/16

27.4
15/64


