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Technical Details

* Dimensions refer to Orifice Type 90 and 94.

Features

• Designed for water pressure up to 6200 bar / 90,000 psi

• Long service life with patented 2.0 sealing system

• Fast and precise response time

• Easy to maintain with special tooling

• The modular design concept allows an easy customization

908200-P / 908300-P

Max. Pressure

Min. Pressure

Weight

Air Pressure

Orifice Type

6200 bar / 90,000 psi

200 bar / 2,900 psi

1,32kg / 1,50kg

6 - 7 bar / 87 - 101 psi

94

Type XIV 2.0 PWJ / AWJ

Superior Waterjet PartsParts

For more information

ALLFI website :  allfi.com 

ALLFI webshop :  allfiwaterjetparts.com

Contact us :  info@allfi.com

Cutting heads
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Spare Parts and Tools

Part Number Description

Spare Parts

1

2

3

4

5

5

6

7

8

908290-P

901432

900624-P

900014

900052-P

970072-P

950813

950812

000301

Pneumatic cylinder type XIV 2.0

Seal kit 2.0

Valve case 2.0

Valve seat

Collimation tube L=107.5 (908200-P)

Collimation tube L=80 CL-IV (908300-P)

Mixing Chamber

Inlet to Centerline CLII 40°/IV

Chuck ER11

Tools

882101 Tool Kit for cutting head

Type XIV 2.0 PWJ / AWJ

Superior Waterjet PartsParts

For more information

ALLFI website :  allfi.com 

ALLFI webshop :  allfiwaterjetparts.com

Contact us :  info@allfi.com

Cutting heads


